
DoubleDINFitting Kit InstallationManual
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Part Number. Colour
FP8435 black
FP8436 pianoblack

VW up!2011-2016*

pos. designation

(1) facia plate
(2) mountingbracket right
(3) mountingbracket left
(4) mountingframe
(5) facia climate control
(6) connectionpiece ahead
(7) template
(8) mountingbracket complete
(9) washer
(10) flat-headscrew(M5x8)
(11) self-tappingscrewwithcollar
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*Onlyformodelswithmanualairconditioningandglovebox
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OEMdashboardSEAT Mii/SKODACITIGO/VWup!withmanualairconditioning

Pull off the circulatingairswitch
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Unclippanel

Removepanel
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Remove4TX20 screws (screwswillbe requiredforreassembly)

Place tworeleasekeys
into theprovidedslots
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Partially removetheOEMhead
unit fromthe dashboard
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Disconnect the switchpanel
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Fully removetheOEMhead
unit fromthe dashboard

Disconnect the switchpanel
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Disconnect allwiringfrom
the OEMheadunit

Disconnect allwiringfrom
the OEMheadunit
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Pull3 plugsand2Bowden
cablesout ofthe air
conditioningcontrolpanel

Pull theBowdencableout of
the airconditioningcontrol
unit
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Pull theBowdencableout of
the airconditioningcontrol
panel2

Release theattachment
oftheBowdencable
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Openthe glovebox
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Pull the centre console
panelout fromthe
dashboard
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Transferthe shapeofthe facia (5)ofthe
airconditioningcontrolunitonto the panel

Drawanoutline,usingthe facia (5)ofthe airconditioningcontrolunit
as template

Place thepanelonaflat surface

Place the facia (5)oftheairconditioning
controlunitcentredonto thepanel
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Cutout the innerarea

Attention!
Drawadditional lineswitha5mmgapinside
the shapedrawninthe previousstep
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Cutout the innerarea
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Removeall roughedgeswithsandpaper

See belowforan imageofthe removedsection
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Centre consolepanel aftermodification

RemovetheOEMairchannel

! If adoubleDINheadunitwithoutCD/DVDdrive(mechless unit/maximal
install depth140mm) isgoingto beinstalled, the removalofthe OEMairchannel
isnotneccessary: Please proceedto page20.
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Cutout themarkedareas

Cutout themarkedareas
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Cutoutthe frontsectionof themarkedarea ca-
refullywithadepthofapp.3mm.

ATTENTION!Please note the underlyingarea
since it isneededforfixationofthemounting
frame later.

ATTENTION!ThisareaMUST remain
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ca. 3mm

Viewofthe dashboardafter cutting
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Fix themountingframe(8).
Markthe areas insidethemountingframe

Removethemountingframe(8).
Cutalongthemarkedareas
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Drillaholewithadiameterofapprox.20mm
forthe relocationoftheBowdencables

Fix themountingframe(pos.8)withthe airconditioncontrol
unitwith4 self-tappingscrewswithcollar (pos.11)
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Connect the Bowdencableto
the aircondtioningcontrolunit

Place the airconditioningcontrolunit intothe dashboard
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Reconnect the twoBowdencablesto
the airconditioningcontrolunit

Reconnect the3OEMplugsto
the airconditioningcontrolunit
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Push thepanelaroundthe centre console.

Attach theairconditioncontrolunitwith
2self-tappingscrewswithcollar (pos. 11)

2x
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Fix the facia (pos.5) onthebottomsidewiththe
flat headedscrew(pos.10)anddisk(pos.9)
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Install the circulatingairswitch

! If adoubleDINheadunitwithoutCD/DVDdrive(mechless unit/maximal
install depth140mm) isgoingto beinstalled, the next steps can beskipped:
Please proceedtopage35.
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Separate topandbottomofthe airchannel (seearrows)

Bottomof the airchannel
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Markthe innersides, left andright,with
the aidof theprovidedtemplate (pos.7)

Turnaroundandrepeat the procedureon
the other innerside
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Cutout themarkedsections

Viewof theairchannel
after aftercutting
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Newconnection pieceaheadofairchannel

Press topandbottompart together usingapincer(seearrows)untilthey snapin
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Install theairchannel
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Place themountingframe(pos.4)overthe radioopeningand
markthe positionofthe twodrillholes (see arrows)

Drilltwoholes app.Ø=3mmat themarkedlocations
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~ 30mm

We recommendadistance ofapprox.30mmfromthe brackets to the front sideofthe unit

Mountbothmountingbrackets (pos.2+3) and
themountingframe(pos.4) to the doubleDINhead
unitwiththe flat-headedscrews (M5x8) (Pos. 10)
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Connect all requiredcircuit points
according to themanualof thedouble
DINheadunit. Push the doubleDIN
headunit into the radioopening
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Place the left switchpanelintothemountingframe

Connect the left switchpanelwiththedesignatedconnector
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Place the rightswitchpanel intothemountingframe

Connect the rightswitchpanelwiththedesignatedconnector
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Place the facia plate (pos.1)ontothemountingframe

Attach themountingframe(pos.4)with2OEMscrews (TorxTX20)*
*see page4 -upper image

TX20
2x
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